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BSP THREAD

Adaptor
Properties
Type straight
Connection 1 BSP cylindrical external threads
Sealing form 1 60° inner cone
Connection 2 BSP cylindrical external threads
Construction type connection socket
Sealing form 2 60° inner cone
Material Steel
Surface protection electro galvanized

-
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Adaptor

i2
(mm)

8

1

12
14

11

12
14
16
16
19
20
12
14
16
16
22.2
20
14

G1

G1/8" -28
G1/8" -28
G1/8" -28
G1/8" -28
G1/4" -19
G1/4" -19
G1/4" -19
G1/4" -19
G1/4" -19
G1/4" -19
G1/4" -19
G 3/8"-19
G 3/8"-19
G 3/8"-19
G 3/8"-19
G 3/8"-19
G 3/8"-19
G1/2" -14

G2

G1/8" -28
G1/4" -19
G 3/8"-19
G1/2" -14
G1/4" -19
G3/8"-19
G1/2" -14
G5/8"-14
G 3/4" -14
G1" -1
G1.1/4" -1
G 3/8"-19
G1/2" -14
G5/8"-14
G 3/4" -14
G1"-11
G11/4" -1
G1/2" -14

L1
(mm)
24
28.5
30
33.5
32
33.5
37
39
41
45
48
35
38.5
40.5
42.5
46.5
49.5
41

(mm)

@ d2
(mm)
35
35
7.9
11.1
4.7
7.9
111
14.3
16.3
22.2
28.6
7.9
7.9
14.3
16.7
22.2
28.6
11.1

@ d1
(mm)
3.5
3.5
3.5
3.5
4.7
4.7
4.7
4.7
4.7
4.7
4.7
7.9
7.9
7.9
7.9
7.9
7.9
111
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Adaptor

i2 G1 G2
(mm)
16 G1/2" -14 G5/8"-14
16 G1/2" -14 G 3/4" -14
19 G1/2" -14 G1" -1
20 G1/2" -14 G1.1/4" -1
22 G1/2" -14 G 1.1/2" -1
25 G1/2" -14 G2" -1
16 G5/8"-14 G5/8"-14
16 G5/8"-14 G 3/4" -14
19 G5/8" -14 G1" -1
20 G5/8" -14 G 1.1/4" -1
16 G 3/4" -14 G 3/4" -14
19 G 3/4" -14 G1" -1
20 G 3/4" -14 G1.1/4" -1
22 G 3/4" -14 G 1.1/2" -1
25 G 3/4" -14 G2" -1
19 G1" -1 G1" -1
20 G1” G1.1/4" -1

L1
(mm)

43
45
49
52
56
62.5
45
47

51

54
47

51

54
58
64.5
54
57

AF
(mm)
30
32
41
50
55
70
30
32
41
50
32
41
50
55
70
41
50

i1
(mm)
14
14
14
14
14
14
16
16
16
16
16
16
16
16
16
19
19

@ d2

(mm)
14.3
16.7
22.2
28.6
33.3
46
14.3
14.3
22.2
28.6
16.7
22.2
28.6
33.3
46
22.2
28.6

@ d1

(mm)
111
111
111
111
111
111
14.3
14.3
14.3
14.3
16.7
16.7
16.7
16.7
16.7
22.2
22.2

WWW.HOSEXPRESS-ME.COM



Adaptor

(mm)

22
25
20
22
25
22
25
25
36
36

HEX = SW = width across flats
G1 = Threads of connections
G2 = Threads of connections
@ d2 = External pipe diameter
@ d1 = External pipe diameter

G1

G1" -1
G1" -1
G1.1/4" -1
G1.1/4" -1
G1.1/4" -1
G1.1/2" -1
G1.1/2" -1
G2"-1
G 2.1/2" -1
G3" -1

G 1.1/2" -11
G2"-1
G1.1/4" -1
G 1.1/2" -11
G2"-1
G1.1/2" -1
G2"-1
G2"-1
G3"-1
G3" -1

G2

L1
(mm)

61
67.5
58

62
68.5
64
70.5
74

88

92

AF
(mm)
55
70
50
55
70
55
70
70
100
100

i1
(mm)
19
19
20
20
20
22
22
25
32
36

0d2
(mm)
33.3
46
28.6
33.3
46
33.3
33.3
46
68
36

0 d1
(mm)
22.2
22.2
28.6
28.6
28.6
33.3
33.3
46
68
36
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Connectors

Properties
Type  staight
Connection 1 BSP nut thread
Sealing form 1 60° outer cone
Connection 2 BSP cylindrical external threads
Construction type connectors
Sealing form 2 60° inner cone
Material Steel
Surface protection electro galvanized

#ﬁ

WWW.HOSEXPRESS-ME.COM



Connectors
G1

G1/8" -28
G1/8" -28
G1/4" -19
G1/4" -19
G1/4" -19
G1/4" -19
G 3/8"-19
G 3/8"-19
G 3/8"-19
G 3/8"-19
G1/2" -14
G1/2" -14
G1/2" -14
G1/2" -14
G1/2" -14
G1/2" -14
G5/8"-14
G 5/8" -14

G2

G1/8"” -28
G1/4" -19
G1/8"” -28
G1/4" -19
G 3/8"-19
G1/2" -14
G1/4" -19
G 3/8"-19
G1/2" -14
G3/4" -14
G1/4" -19
G 3/8"-19
G1/2" -14
G5/8"-14
G3/4" -14
G1"-11

G 3/8"-19
G1/2" -14

L1
(mm)

22

28

23

31

33

35
30.5
35
36.5
42

36

37

41

41
44.5
47.5
36

38

AF
(mm)
12
17
12
17
19
22
17
19
22
30
19
19
22
24
30
36
22
22

@ d2
(mm)
3.5
4.7
3.5
4.5
7.9
1.1
4.7
7.1
1.1
16.7
4.7
7.9
9.7
14.3
16.7
22.2
7.9
1.1

@ d1
(mm)

3.5
3.5
4.5
4.5
4.5
4.5
7.1

7.1

7.1

7.1

9.7
9.7
9.7
9.7
9.7
9.7
12

111

L2
(mm)
26.5
32.5
28
36
38
40
37
41.5
43
48.5
43
44
48
48
51.5
54.5
46
48

1

1

12
14
1

12
14
16
1

12
14
16
16
19
12
14

(mm)

14
14
19
19
19
19
19
22
22
22
22
27
27
27
27
27
30
30

ST
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Connectors
G1

G 5/8" -14
G 5/8" -14
G 5/8" -14
G3/4"-14
G3/4"-14
G3/4"-14
G3/4"-14
G3/4" -14
G3/4"-14
G1"-11

G1"-11

G1"-11

G1"-11

G1" -1

G1.1/4" -1
G1.1/4" -1
G1.1/4" -1
G1.1/4" -1

G2

G5/8"-14
G3/4"-14
G1"-11

G 3/8"-19
G1/2" -14
G5/8"-14
G3/4"-14
G1"-11
G11/4" -1
G1/2" -14
G5/8"-14
G3/4"-14
G1"-11
G11/4" -1
G 3/4" -14
G1" -1
G11/4" -1
G1.1/2" -11

L1
(mm)

42
435
46.5
38.5
40.5
425
45
48
47.5
46.5
48.5
48.5
51
50.5
54
57
55
62

AF
(mm)
24
30
36
27
27
27
30
36
46
32
32
32
36
46
41
41
46
50

@ d2
(mm)

14.3
16.7
19

7.9
111
14.3
15.5
22.2
28.6
111
14.3
16.7
20.4
28.6
16.7
22.2
26
33.3

@ d1
(mm)
12
12
12
15.5
15.5
14.3
15.5
15.5
15.5
20.4
20.4
20.4
20.4
20.4
26
26
26
26

L2
(mm)

52
53.5
56.5
47.5
49.5
51.4
54
57
56.5
57.5
59.5
59.5
62
61.5
64.5
67.5
65.5
72.5

(mm)
16
16
19
12
14
16
16
19
20
14
16
16
19
20
16
19
20
22

30
30
30
32
32
32
32
32
32
41
41
41
41
41
50
50
50
50

ST
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Connectors

G1

G11/2" -1
G11/2" -1
G11/2" -1

G2"-1
G2"-1

HEX = SW, S1, S2, S3 = width across flats

G1.1/4" -
G1.1/2" -

G2"-1

G1.1/2" -

G2"-1

G1 = Threads of connections
G2 = Threads of connections
@ d2 = External pipe diameter
@ d1 = External pipe diameter

G2

11
11

11

L1
(mm)
54.5
64
66.5
66
69

AF
(mm)
46
50
65
60
65

@ d2

(mm)
28.6
30.8
46
33.3
43.5

@ d1

(mm)
28.6
30.8
30.8
435
435

L2
(mm)
67.5
77
79.5
82.5
85.5

20
22
25
22
25

95
95
95
/0
/70

ST
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Bulkhead fitting socket

Properties
Type  ostraight
Connection 1 BSP cylindrical external threads

Sealing form 1 60° inner cone

Connection 2 BSP cylindrical external threads

Construction type bulkhead fitting socket

Sealing form 2 60° inner cone

Material Steel

Surface protection electro galvanised
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Bulkhead fitting socket

G1/8"
G1/4"
G 3/8"
G1/2"
G 5/8"
G 3/4"
G1"
G1.1/4"
G1.1/2"
G 2"

G1 G2

G1/8"
G1/4"
G 3/8"
G1/2"
G 5/8"
G 3/4"
G1"
G1.1/4"
G1.1/2"
G 2"

HEX = SW, S1, S2, S3 = width across flats
G1 = Threads of connections

G2 = Threads of connections

@ d1 = External pipe diameter

102

14
19
22
27
30
32
41
50
95
70

AF
(mm)

14
19
22
27
30
32
41
50
55
/70

i1
(mm)

@ d2
(mm)

11

12
14
16
16
19
20
22
25

@ d1
(mm)
35
4.7
7.9
1.1
14.3
16.7
22.2
28.6
33.3
46
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Connector, angle 90°

Properties

Type  angleso°
Connection 1 BSP nut thread

Sealing form 1 60° inner cone

Connection 2 BSP cylindrical external threads

Construction type connectors

Sealing form 2 60° inner cone

Material Steel

Surface protection electro galvanised

Gl —e
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Connector, angle 90°

G1+ G2

G1/8" -28
G1/4" -19

G 3/8"-19
G1/2" -14

G 5/8" -14
G3/4"-14
G1" -1

G 1.1/4" -11
G1.1/2" -1
G2"-1

HEX = SW, S1, S2, S3 = width across flats
G1+ G2 = Threads of connections

AF
(mm)
10
14
17
22
24
27
36
46
50
60

ST

14
19
22
27
30
32
41
50
S5
70
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Connection sockets

Properties
Type  staight
Connection 1 BSP cylindrical internal threads

Connection 2 BSP cylindrical internal threads

Construction type connection socket

Material Steel

Surface protection electro galvanised

Gl
32

777

L

5
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Connection sockets

G1

G1/8" -28
G1/4" -19
G1/4" -19
G 3/8"-19
G 3/8"-19
G1/2" -14
G1/2" -14
G1/2" -14
G5/8"-14
G5/8"-14
G3/4" -14
G3/4" -14
G1" -1
G1" -1
G1.1/4" -1
G1.1/4" -1
G1.1/4" -1
G 1.1/2" -11

G2

G1/8" -28
G1/8" -28
G1/4" -19
G1/4" -19
G 3/8"-19
G1/4" -19
G3/8"-19
G1/2" -14
G1/2" -14
G5/8"-14
G3/4" -14
G1/2" -14
G3/4" -14
G1" -1
G3/4" -14
G1" -1

G 1.1/4" -11
G 1.1/4" -11

L1
(mm)
20
24
27
27
27
33
32
35
36
40
40
36
45
45
45
50
50
52

AF
(mm)
14
19
19
22
22
27
27
27
30
30
32
32
41
41
50
50
50
55
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Connection sockets

(mm) (mm)
G1.1/2" -1 G1.1/2" -1 55 55
G 2" -1 G1.1/2" -1 59 70
G2" -1 G2" -1 60 70

HEX = SW = width across flats
G1 = Threads of connections
G2 = Threads of connections
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Screw-on socket, angle 20°

Properties

Type  anglesoc
Connection 1 BSP nut thread

Sealing form 1 60° outer cone

Connection 2 BSP nut thread

Construction type connectors

Material Stainless steel
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Screw-on socket, angle 20°

G1/8" -28
G1/4" -19
G 3/8"-19
G1/2" -14
G5/8"-14
G1"-11
G11/4" -1
G1.1/2" -1
G2"-1

HEX = SW, $1, S2, S3 = width across flats
G1+ G2 = Threads of connections

(mm)
11
14
19
22
27
33
41
48
67

14
19
22
27
32
41
50
60
70

14
19
22
27
32
41
50
60
70
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Bulkhead fitting socket, angle 90°

Properties

Type  angleso°
Connection 1 BSP cylindrical external threads

Sealing form 1 60° inner cone

Connection 2 BSP cylindrical external threads

Construction type bulkhead fitting socket

Sealing form 2 60° inner cone

Material Steel

Surface protection electro galvanized

WWW.HOSEXPRESS-ME.COM



Bulkhead fitting socket, angle 90°

G1+ G2

G1/8" -28
G1/4" -19
G 3/8"-19
G1/2" -14
G5/8"-14
G3/4"-14
G1" -1
G1.1/4" -1
G11/2" -1

HEX = SW, S1, S2, S3 = width across flats
G1+ G2 = Threads of connections

AF
(mm)
11
14
19
22
22
27
33
41
50

ST

14
19
22
27
30
32
41
50
9O
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Screw-in socket, angle 20°

Properties
Type  angeso°
Connection 1 BSPT conical external threads

Sealing form 1 thread seal

Connection 2 BSPT conical external threads

Construction type screw-in socket

Sealing form 2 thread seal

Material Steel

Surface protection electro galvanized
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Screw-in socket, angle 90°

W90 HRK 02
W90 HRK 04
W90 HRK 06
W90 HRK 08
W90 HRK 12
W90 HRK 16

R1/8"K
R1/4" K
R3/8"K
R1/2"K
R3/4"K
R1"K

HEX = SW, S1, S2, S3 = width across flats

G1+ G2 = Threads of connections

(mm)
1
14
19
22
27
33
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NPT THREAD

Connection sockets

Properties

Connection 1
Sealing form 1
Connection 2
Construction type
Sealing form 2
Material

NPT external threads
thread seal

NPT external threads
connection socket
thread seal

Stainless steel

777777 2
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Connection sockets

G1 G2 AF
(mm)
1/8" -27 NPT 1/8" -27 NPT 12
1/4" -18 NPT 1/8" -27 NPT 16
1/4" -18 NPT 1/4" -18 NPT 14
3/8" -18 NPT 1/8" -27 NPT 19
3/8" -18 NPT 1/4" -18 NPT 19
3/8" -18 NPT 3/8" -18 NPT 19
1/2" -14 NPT 1/4" -18 NPT 22
1/2" -14 NPT 3/8" -18 NPT 22
1/2" -14 NPT 1/2" -14 NPT 22
3/4" -14 NPT 1/2" -14 NPT 29
3/4" -14 NPT 3/4" -14 NPT 27
1" -11,5 NPT 1/2" -14 NPT 35
1" -11,5 NPT 3/4" -14 NPT 36
1" -11,5 NPT 1" -11,5 NPT 36
1.1/4" -11.5 NPT 1.1/4" -11.5 NPT 46
1.1/2" -11.5 NPT 1.1/2" -11.5 NPT 50
2" -11,5 NPT 2" -11,5 NPT 65

HEX = SW = width across flats G1 = Threads of connections G2 = Threads of connections
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Connection sockets

Properties

Type  staght
Connection 1 NPT internal threads

Sealing form 1 thread seal

Connection 2 NPT internal threads

Construction type connection socket

Sealing form 2 thread seal

Material steel

Lkl

LI
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Connection sockets

1/8" -27 NPT
1/4" -18 NPT
1/4" -18 NPT
3/8" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
1/2" -14 NPT
1/2" -14 NPT
3/4" -14 NPT
3/4" -14 NPT
1" -11,5 NPT

1" -11,5 NPT

1.1/4" -11.5 NPT
1.1/2" -11.5 NPT

2" -11,5 NPT

HEX = SW = width across flats
G1 = Threads of connections
G2 = Threads of connections

G1

1/8" -27 NPT
1/8" -27 NPT
1/4" -18 NPT
1/4" -18 NPT
3/8" -18 NPT
1/4" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
1/2" -14 NPT
3/4" -14 NPT
3/4" -14 NPT
1" -11,5 NPT

1.1/4" -11.5 NPT
1.1/2" -11.5 NPT

2" -11,5 NPT

G2

L1
(mm)
19
27
29
31
29
39
39
38
43
39
47
48
49
49
50

AF
(mm)
16
19
19
22
22
29
29
30
36
36
46
46
51
60
73
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Screw-in socket, angle 90°

Properties

Type  angeso>
Connection 1 NPT external threads

Sealing form 1 thread seal

Connection 2 NPT external threads

Construction type screw-in socket

Sealing form 2 thread seal

Material Stainless steel
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Screw-in socket, angle 90°

(mm)
1/8" -27 NPT 1/8" -27 NPT 11
1/4" -18 NPT 1/4" -18 NPT 14

HEX = SW = width across flats
G1 = Threads of connections
G2 = Threads of connections

WWW.HOSEXPRESS-ME.COM



Screw-on socket, IGN angle 20°

Properties

Type  angleo°>
Connection 1 NPT internal threads

Sealing form 1 thread seal

Connection 2 NPT internal threads

Construction type screw-on socket

Sealing form 2 thread seal

Material Stainless steel
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Screw-in socket, angle 90°

(mm)
1/8" -27 NPT 14
1/4" -18 NPT 19
3/8" -18 NPT 22
1/2" -14 NPT 27
3/4" -14 NPT 41

HEX = SW = width across flats
G1+ G2 = Threads of connections
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Screw-on socket, T shaped

Properties

Type  Tshaped
Connection1-3 NPT internal threads

Sealing form1-3 thread seal

Construction type screw-on socket

Material Steel

Surface protection electro galvanized
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Screw-on socket, T shaped

(mm)

1/8" -27 NPT
1/4" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
3/4" -14 NPT
1" -11,5 NPT
1.1/4" -11.5 NPT
1.1/2" -11.5 NPT

HEX = SW = width across flats
G1+ G2 = Threads of connections

14
19
22
27
33
41
48
64
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Connection sockets

Properties
Type  ostraight
Connection 1 NPT external threads

Sealing form 1 thread seal

Connection 2 NPT internal threads

Construction type connection socket

Sealing form 2 thread seal

Material Steel

Surface protection electro galvanised

Gl
i — IO
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Connection sockets
G1

1/8" -27 NPT
1/8" -27 NPT
1/8" -27 NPT
1/8" -27 NPT
1/4" -18 NPT
1/4" -18 NPT
1/4" -18 NPT
1/4" -18 NPT
1/4" -18 NPT
3/8" -18 NPT
3/8" -18 NPT
3/8" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
1/2" -14 NPT
1/2" -14 NPT
1/2" -14 NPT
1/2" -14 NPT
1/2" -14 NPT
3/4" -14 NPT
3/4" -14 NPT

G2

1/8" -27 NPT
1/4" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
1/8" -27 NPT
1/4" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
3/4" -14 NPT
1/8" -27 NPT
1/4" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
1/8" -27 NPT
1/4" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
3/4" -14 NPT
1" -11,5 NPT

1/4" -18 NPT
3/8" -18 NPT

L1
(mm)

26.4
30.7
32.1
38.2
21.6
35.5
56.6
42.7
44.2
21.5
35.2
56.6
42.7
27.9
27.9
27.9
47.5
49
55.5
29.7
29.7

17
19
22
27
17
19
22
27
36
19
19
22
27
27
27
22
27
36
41
27
27

AF

(mm)

@ d1

(mm)

9.7
9.7
9.7
9.7
14.2
14.2
14.2
14.2
14.2
14.2
14.2
14.2
14.2
19
19
19
19
19
19
19
19

(mm)
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G1

3/4" -14 NPT
3/4" -14 NPT
3/4" -14 NPT
3/4" -14 NPT

1" -11,5 NPT
3/8" -18 NPT
1/2" -14 NPT
3/4" -14 NPT
1.1/4" -11.5 NPT
1/2" -14 NPT
3/4" -14 NPT

1" -11,5 NPT
1.1/4" -11.5 NPT
1.1/2" -11.5 NPT
1.1/2" -11.5 NPT
1.1/2" -11.5 NPT
2" -11,5 NPT

2" -11,5 NPT

2" -11,5 NPT

G2

1/2" -14 NPT
3/4" -14 NPT

1" -11,5 NPT
1.1/4" -11.5 NPT
3/8" -18 NPT
1/4" -18 NPT
3/8" -18 NPT
1/2" -14 NPT
1/2" -14 NPT
3/4" -14 NPT
1/2" -14 NPT
3/4" -14 NPT
1.1/2" -11.5 NPT
3/4" -14 NPT

1" -11,5 NPT
1.1/4" -11.5 NPT
1" -11,5 NPT
1.1/4" -11.5 NPT
1.1/2" -11.5 NPT

HEX = SW = width across flats

G1 = Threads of connections
G2 = Threads of connections

@ d1 = External pipe diameter

L1
(mm)

29.7
49

55.4
57.5
34.5
34.5
34.5
34.5
62.5
37.3
37.3
37.3
63.5
39.9
39.9
64

44.5
44.5
44.5

27
36
41
50
36
36
36
36
50
46
46
46
60
50
50
50
65
65
65

AF
(mm)

@ d1
(mm)

16.6
18

18

18
10.3
13.5
16.6
22.2
23.8
17.69
22.2
27.8
31.7
22.2
27.8
38
29
38
43.7

(mm)

19

19

19

19

23.9
23.9
23.9
23.9
23.9
24.6
24.6
24.6
24.6
25.4
25.4
25.4
26.2
26.2
26.2
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JIiC THREAD

Connection sockets

Properties
Type  staight
Connection 1 connection socket

Sealing form 1 UN/UNF external threads

Connection 2 74° outer cone

Construction type UN/UNF external threads

Sealing form 2 74° outer cone

Material Steel

Surface protection electro galvanised

SW
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Connection sockets

i2
(mm)

14
14
14
14
14
16.7
19.3
14
141
16.7
19.3
14.1
16.7
19.3
21.9
16.7
19.3
21.9

G1

3/8" -24 UNF
3/8" -24 UNF
7/16" -20 UNF
7/16" -20 UNF
7/16" -20 UNF
7/16" -20 UNF
7/16" -20 UNF
1/2" -20 UNF
1/2" -20 UNF
1/2" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
9/16" -18 UNF
9/16" -18 UNF
9/16" -18 UNF
3/4" -16 UNF
3/4" -16 UNF
3/4" -16 UNF

G2

3/8" -24 UNF
7/16" -20 UNF
7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16" -12 UN
3/4" -16 UNF
7/8" -14 UNF
1.1/16" -12 UN

L1
(mm)
35
35
35
35
35
38.3
42.7
35
35.9
38.3
42.7
36
38.4
42.8
47.2
41
45.4
49.8

AF
(mm)
12
12
12
14
17
19
24
14
17
19
24
17
19
24
27
19
24
27

i1
(mm)
14
14
14
14
14
14
14
14
14
14
14
141
141
141
141
16.7
16.7
16.7

@ d2
(mm)
4
4
4.4
4.4
7.5
9.9
12.3

7.5
9.9
12.3
1.5
9.9
12.3
15.5
9.9
12.3
15.5

@ d1
(mm)

4

4

4.4

4.4

4.4

4.4

4.4

7.5
7.5
7.5
7.5
9.9
9.9
9.9
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Connection sockets

i2
(mm)
23.1
19.3
21.9
23.1
21.9
22.7
23.1
24.3
22.7
23.1
23.1
24.3
27.5
24.3
27.5
27.5
33.9

G1

3/4" -16 UNF
7/8" -14 UNF
7/8" -14 UNF
7/8" -14 UNF
1.1/16" -12 UN
1.1/16” -12 UN
1.1/16" -12 UN
1.1/16” -12 UN
1.3/16" -12 UN
1.3/16" -12 UN
1.5/16" -12 UN
1.5/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN
1.5/8" -12 UN
1.7/8" -12 UN
2.1/2" -12 UN

G2

1.5/16" -12 UN
7/8" -14 UNF
1.1/16” -12 UN
1.5/16" -12 UN
1.1/16” -12 UN
1.3/16"” -12 UN
1.5/16" -12 UN
1.5/8" -12 UN
1.3/16" -12 UN
1.5/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN
1.7/8"” -12 UN
1.5/8" -12 UN
1.7/8" -12 UN
1.7/8"” -12 UN
2.1/2" -12 UN

L1
(mm)

50.6
48
52.4
53.2
515
55.2
55.8
59.1
56
56.6
S7
60.3
65.6
61.5
66.8
70
86.5

(mm)

36
24
27
36
27
32
36
46
32
36
36
46
50
46
50
50
65

i1
(mm)

16.7
19.3
19.3
19.3
21.9
21.9
21.9
21.9
22.7
22.7
23.1
23.1
23.1
24.3
24.3
27.5
33.9

@ d2
(mm)

21.5
12.3
15.5
21.5
15.5
22.7
21.5
27.5
18

21.5
21.5
27.5
33

27.5
33

33

45

@ d1
(mm)

9.9
12.3
12.3
12.3
15.5
21.9
15.5
15.5
18
18
21.5
21.5
21.5
27.5
27.5
33
45
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Connection sockets

HEX = SW = width across flats
G1 = Threads of connections
G2 = Threads of connections
@ d2 = External pipe diameter
@ d1 = External pipe diameter
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Bulkhead fitting socket

Properties
Type  staigt
Connection 1 UN/UNF external threads

Sealing form 1 74° outer cone

Connection 2 UN/UNF external threads

Construction type bulkhead fitting socket

Sealing form 2 74° outer cone

Material Steel

Surface protection electro galvanised

S1 SwW

G2

Gl

&
—
i
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Bulkhead fitting socket

G1

7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16” -12 UN
1.3/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN
1.7/8" -12 UN
2.1/2" -12 UN

G2

7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16” -12 UN
1.3/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN
1.7/8"” -12 UN
2.1/2" -12 UN

HEX = SW, $1, S2, S3 = width across flats

G1 = Threads of connections
G2 = Threads of connections

L1
(mm)

52.5
52.5
55.5
62
69.5
78.5
80

80

84
89.5
106.5

17

19

22
24
30
36
38
41

50
95
65

S1
(mm)

17

19

22
24
30
36
38
41

50
95
65

AF
(mm)

1
(mm)

14

14

14.1
16.7
19.3
21.9
22.7
23.1
24.3
27.5
33.9
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Connectors

Properties

Type  straight
Connection 1 UN/UNF nut threads

Sealing form 1 74° inner cone

Connection 2 UN/UNF external threads

Construction type connectors

Sealing form 2 74° outer cone

Material Steel

Surface protection electro galvanised

S1 SwW

i

G2

A

L1
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Connectors

i2
(mm)

14
14.1
14
14
14
14
14.1
16.7
14
14
14.1
16.7
19.3
21.9
14
14
14.1
16.7

G1

7/16" -20 UNF
7/16" -20 UNF
1/2" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
9/16" -18 UNF
9/16" -18 UNF
9/16" -18 UNF
3/4" -16 UNF
3/4" -16 UNF
3/4" -16 UNF
3/4" -16 UNF
3/4" -16 UNF
3/4" -16 UNF
7/8" -14 UNF
7/8" -14 UNF
7/8" -14 UNF
7/8" -14 UNF

G2

7/16" -20 UNF
9/16" -18 UNF
7/16" -20 UNF
1/2" -20 UNF
7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16" -12 UN
7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF

L1

(mm)

28.5
30
28.5
29.5
30.5
30.5
30.5
34
32.5
32.5
33
33.5
38
41.5
33.5
33.5
34
36

AF
(mm)
12
17
14
14
17
17
17
22
19
22
19
22
24
24
19
19
24
22

@ d2
(mm)

4.4

4.4

7.5
9.9
4.4

7.5
9.9
12.3
15.5
4.4

7.5
9.9

@ d1
(mm)

4.4
4.4

9.9
9.9
9.9
9.9
9.9
9.9
12.3
12.3
12.3
12.3

L2
(mm)
38
39.5
38
39
40.5
40.5
40.5
44
44
44
44.5
47
49.5
53
47.2
47.2
47.7
49.7

17
17
17
17
17
19
19
19
22
22
22
24
24
27
27
27
27
27

ST
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Connectors

i2
(mm)

19.3
21.9
14
14
14.1
16.7
19.3
21.9
23.1
21.9
16.7
19.3
21.9
22.7
23.1
19.3
21.9
22.7

G1

7/8" -14 UNF

7/8" -14 UNF

1.1/16” -12 UN
1.1/16” -12 UN
1.1/16” -12 UN
1.1/16” -12 UN
1.1/16” -12 UN
1.1/16” -12 UN
1.1/16” -12 UN
1.3/16"” -12 UN
1.5/16" -12 UN
1.5/16" -12 UN
1.5/16" -12 UN
1.5/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN

1.5/8" -12 UN

1.5/8" -12 UN

G2

7/8" -14 UNF
1.1/16” -12 UN
7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16” -12 UN
1.5/16" -12 UN
1.1/16” -12 UN
3/4" -16 UNF
7/8" -14 UNF
1.1/16” -12 UN
1.3/16"” -12 UN
1.5/16" -12 UN
7/8" -14 UNF
1.1/16” -12 UN
1.3/16"” -12 UN

L1
(mm)
39
425
36.5
36.5
36.5
36.5
42
44.5
47
44.5
39
42
44.5
45.5
47
45
47.5
48.5

AF
(mm)
24
28
24
24
27
29
27
32
27
32
36
36
36
36
36
46
41
46

@ d2

(mm)
12.3
15.5
4.4

7.5
9.9
12.3
15.5
21.1
15.5
9.9
12.3
15.5
18
21.5
12.3
15.5
18

@ d1
(mm)

12.3
12.3
15.5
15.5
15.5
15.5
15.5
15.5
15.5
18

21.5
21.5
21.5
21.5
21.5
27.5
27.5
27.5

L2
(mm)

52.7
56.2
51.4
51.4
51.4
54.4
56.9
59.4
61.9
61

55.8
58.8
61.3
62.3
63.8
61.3
63.8
64.8

27
27
32
32
32
32
32
32
32
35
41
41
41
41
41
50
41
50

ST
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Connectors

i2
(mm)
23.1
24.3
24.3
27.5
27.5

G1

1.5/8" -12 UN
1.5/8" -12 UN
1.7/8"” -12 UN
1.7/8"” -12 UN
2.1/2" -12 UN

G2

1.5/16" -12 UN
1.5/8" -12 UN
1.5/8” -12 UN
1.7/8" -12 UN
1.7/8" -12 UN

HEX = SW, $1, S2, S3 = width across flats

G1 = Threads of connections
G2 = Threads of connections
@ d2 = External pipe diameter
@ d1 = External pipe diameter

L1
(mm)
49
52
52.5
55.5
65.5

AF
(mm)
46
46
50
50
65

@ d2

(mm)
21.5
27.5
27.5
335
335

@ d1

(mm)
27.5
27.5
33.5
33.5
45

L2
(mm)
65.3
68.3
71.9
74.9
89

50
50
95
95
70

ST
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Connectors

Properties
Connection 1 UN/UNF nut threads
Sealing form 1 74° inner cone
Connection 2 UN/UNF nut threads
Construction type connectors
Sealing form 2 74° outer cone
Material Stainless steel

S1 S2

OO0
OO

G1 G2

i »37° »37° ‘
N -
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Connectors

G1

7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16" -12 UN
1.3/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN

G2

7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16"” -12 UN
1.3/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN

HEX = SW, S1, S2, S3 = width across flats
G1+ G2 = Threads of connections

L1
(mm)
52.5
52.5
55.5
62
69.5
78.5
80
80
84

17
19
22
24
30
36
38
41
50

31
(mm)
17
19
22
24
30
36
38
41
50

(mm)

1
(mm)

14

14
14.1
16.7
19.3
21.9
22.7
23.1
24.3
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Fitting socket, angle 20°

Properties

Type  angeso>
Connection 1 UN/UNF external threads

Sealing form 1 74° outer cone

Connection 2 UN/UNF external threads

Construction type fitting socket

Sealing form 2 74° outer cone

Material Stainless steel

LT
{
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Fitting socket, angle 90°

G1+ G2

7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN
1.7/8" -12 UN

HEX = SW = width across flats
G1+ G2 = Threads of connections

AF
(mm)
1
13
14
19
22
27
33
41
48
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Connection socket, T shaped

Properties

Connection1-3 UN/UNF external threads
Sealing form1-3 74° outer cone
Construction type connection socket
Material Stainless steel
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Connection socket, T shaped
G1+ G2

7/16" -20 UNF
1/2" -20 UNF
9/16" -18 UNF
3/4" -16 UNF
7/8" -14 UNF
1.1/16" -12 UN
1.5/16" -12 UN
1.5/8" -12 UN
1.7/8" -12 UN

HEX = SW = width across flats
G1+ G2 = Threads of connections

AF
(mm)
11
13
14
19
22
27
33
41
48
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Connection socket, T shaped

Properties

Type  Tshaped
Connection1- 3 UN/UNF nut threads

Sealing form1- 3 74° inner cone

Construction type connection socket

Material Steel

Surface protection electro galvanised
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Connection socket, T shaped

G1- G3 AF
(mm)

7/16" -20 UNF 11

1/2" -20 UNF 13
9/16" -18 UNF 14
3/4" -16 UNF 19
7/8" -14 UNF 22
1.1/16” -12 UN 27
1.5/16” -12 UN 33
1.5/8” -12 UN 41

HEX = SW, S1, S2, S3 = width across flats
G1- G3 = Threads of connections
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ORFS THREAD

Connection sockets
Properties

Connection 1
Sealing form 1
Connection 2
Construction type
Sealing form 2
Material

Surface protection

ORFS external threads
flat seal with O-ring
ORFS external threads
connection socket
flat seal with O-ring
Steel

electro galvanised

Gl

SW

il

3l —
al O
4\ OR2
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Connection sockets

i2
(mm)
10
1
1
13
13
15.5
15.5
17
17
17.5
17.5
17.5
17.5
17.5
22

G1

9/16" -18 UNF
9/16" -18 UNF
11/16" -16 UN
11/16" -16 UN
13/16" -16 UN
13/16" -16 UN
1" -14 UNS

1" -14 UNS
1.3/16"” -12 UN
1.3/16" -12 UN 1.7
1.7/16" -12 UN
1.7/16" -12 UN
1.11/16" -12 UN
2" -12 UN
2.1/2" -12 UN

HEX = SW = width across flats
G1 = Threads of connections
G2 = Threads of connections
@ d2 = External pipe diameter
@ d1 = External pipe diameter

G2

9/16" -18 UNF
11/16" -16 UN
11/16" -16 UN
13/16" -16 UN
13/16" -16 UN
1" -14 UNS

1" -14 UNS
1.3/16" -12 UN
1.3/16" -12 UN
1.7/16" -12 UN
1.7/16" -12 UN
1.11/16" -12 UN
1.11/16" -12 UN
2" -12 UN
2.1/2" -12 UN

L1
(mm)
27.5
30
31
33.5
35.5
40
42.5
45.5
47
49
49.5
51.5
51.5
53
73

AF
(mm)
17
19
19
22
22
27
27
32
32
41
41
46
46
55
70

i1
(mm)
10
10
11
11
13
13
15.5
15.5
17
17
17.5
17.5
17.5
17.5
22

@ d2
(mm)
4.5
6.5
6.5
9.5
9.5
12.5
12.5
15.5
15.5
20.5
20.5
26
26
32
45

@ d1
(mm)
4.5
4.5
6.5
6.5
9.5
9.5
12.5
12.5
15.5
15.5
20.5
20.5
26
32
45

OR2

7.65x1.78
9.25x1.78
9.25x1.78
12.42 x 1.78
12.42 x1.78
15.60 x 1.78
15.60 x 1.78
18.77 x1.78
18.77 x1.78
18.77 x1.78
25.53x1.78
29.87 x1.78
29.87 x1.78
37.82 x1.78
48.90 x 2.62

OR1

7.65x1.78
7.65x1.78
9.25x1.78
9.25x1.78
12.42 x1.78
12.42 x1.78
15.60 x 1.78
15.60 x1.78
18.77 x1.78
18.77 x1.78
25.55x1.78
25.55x1.78
29.87 x1.78
37.82 x1.78
48.90 x 2.62
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Bulkhead fitting socket

Properties

Type  ostraight
Connection 1 ORFS external threads

Sealing form 1 flat seal with O-ring

Connection 2 BSP cylindrical external threads

Construction type bulkhead fitting socket

Sealing form 2 60° inner cone

Material Steel

Surface protection electro galvanized
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Bulkhead fitting socket

11/16" -16 UN G 3/8"-19 9.25x1.78

13/16" -16 UN G1/2" -14 27 30 12.42 x1.78
1.3/16" -12 UN G3/4"-14 36 41 18.77 x1.78
1.7/16" -12 UN G1"-11 41 46 23.53 x1.78

HEX = SW, S1, S2, S3 = width across flats
G1 = Threads of connections
G2 = Threads of connections
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METRIC THREAD

Screw-In sockets

Properties

Type  ostraight
Connection 1 metric cylindrical outer thread

Sealing form 1 60° inner cone

Connection 2 BSP cylindrical external threads

Construction type screw-in socket

Sealing form 2 shape A

Material Stainless steel

SwW

: m
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Screw-in sockets

G1 G2 AF
(mm)
M 22 x15 G1/2" -14 27
M 26 x 1.5 G1/2" -14 27
M 26 x 1.5 G 3/4" -14 32
M 30 x 1.5 G 3/4" -14 32
M 30 x 1.5 G1" -1 41
M 38 x 1.5 G1" -1 41
M 38 x 1.5 G 1.1/4" -1 50
M 45 x 1.5 G 1.1/4" -1 50
M 45 x 1.5 G 1.1/2" -1 55
M 45 x 1.5 G 1.1/2" -1 55
M 65 x 1.5 G2" -1 70
M 78 x 1.5 G 2.1/2" -1 85

HEX = SW = width across flats
G1 = Threads of connections
G2 = Threads of connections
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Connectors

Properties
Type  ostraight
Connection 1 metric cylindrical outer thread

Sealing form 1 60° inner cone

Connection 2 metric cylindrical outer thread

Construction type connectors

Sealing form 2 60° inner cone

Material Steel

Surface protection electro galvanized

@d2
¢ 92

Gl
@di
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Connectors

G1

M12 x1.5
M12 x1.5
M14 x1.5
M14 x1.5
M16 x 1.5
M16 x 1.5
M16 x 1.5
M18 x 1.5
M22x15
M22x15
M26 x1.5
M30 x15
M38 x 1.5
M38 x 1.5
M45x1.5
M45x1.5
Mb2x15
Mb2x15
M65x2

M65x2

M78x2

G2

M10 x 1

M12 x 1.5
M12 x 1.5
M14 x 1.5
M12 x 15
M14 x 1.5
M16 x 1.5
M18 x 1.5
M18 x 1.5
M22x15
M26 x1.5
M30 x15
M38 x 15
M30 x15
M38 x 15
M45x1.5
M45x1.5
Mb2x15
Mb2x15
M65x2

M78x2

10
10
10
10
10
11

11

11

12
12
14
14
14
14
16
16
16
16
17
17

26
28
29
30
31

31

32
34
38
38
40
38
45
45
48
50
50
50
91

43
43

17

17

19

19

22
22
22
24
27
27
32
32
41

41

46
46
95
515
65
65
80

10
10
10
10
11

11

11

11

12
12
12
14
14
14
16
16
16
16
17
17
17
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Connection socket, angle 90°

Properties

Type  angeso>
Connection 1 metric nut thread

Sealing form 1 60° sealing head

Connection 2 metric cylindrical outer thread

Construction type connecting socket (short pipe bend)

Sealing form 2 60° inner cone

Material Steel

Surface protection electro galvanized
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Connection socket, angle 90°

M22x1.5
M26x1.5
M26x1.5
M30 x15
M30 x15
M38 x15
M38 x15

HEX = SW, S1, S2, S3 = width across flats

G1

G2

G1/2" -14
G1/2" -14
G3/4"-14
G3/4"-14
G1"-11
G1"-11
G1.1/4" -1

G1 = Threads of connections
G2 = Threads of connections

27
27
32
32
41
41
50

AF
(mm)

WWW.HOSEXPRESS-ME.COM



